
 

 

 

 

OTL (“Output Transformerless”) tube amplifiers are existing for as long as 40 yrs., and they were 
always highly appreciated by the serious audiophiles searching for the ultimate sound 
reproduction. But, with all adoration, OTLs hardly tamed temper (impedance sensitivity, 
operation reliability) limited their possession to the very few audio enthusiasts. 
The goal of VDN’s engineers was to reach this gem design 
by meeting the highest possible requirements of the 
modern fastidious audio community. The REX-100 
mono integrated tube OTL amplifier is designed 
with the sole purpose to reflect the harmonic structure of 
the real life music, hence enabling the listener to 
experience his feelings completely immersing its 
essence…        
 
It is our believeing that our OTL approaches the 
unparalleled sound to the electrostats, as well as to 

electrodynamic louspeakers additionally 
enabling the precisely defined bass reproduction… 
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Main Features: 

• Full triode operation 

• Separate tube heating 

• Minimum signal route design philosophy  

• Fully integrated mono design 

• Multiple line inputs 

• Maximum energy storage 

• Maximum tube life concept 

• Military grade manufacture standards 

• Solid steel cage 

• Natural marmour stone front plate  

       (variety of choice) 

• High Current SIEMENS PL519 output tubes 

• Warranty: 3 yrs. Amplifier/ 6 months tubes 

 

Technical Specification: 

• Rated Output Power:                                      100 W RMS / ΩΩΩΩ 

• Frequency Response (-3 dB): (at 1W into 8 ΩΩΩΩ) 2 Hz-150 kHz 

• Frequency Response  

        (+0.00 – 0.25 dB):                     (at 1W into 8 ΩΩΩΩ) 8 Hz-40 kHz 

• Distortion THD:       <<<<0.1 % at 1 W output, 20 Hz – 150 kHz 

                                           <<<<1 % at 100 W output, 20 Hz – 20 kHz 

• Class of Operation:     A up to 10 W, autom.switching to AB 

• Input Impedance:                                                           100 kΩΩΩΩ 

• Input Sensitivity:         500 mV for 100 W output power / 8ΩΩΩΩ 

• Noise & Hum:                                 85 dB bellow rated output 

• Slew Rate:                                                                    25 V / µµµµS 

• Power Consumption:                 350 W stand-by, 750 W max. 

• Power Requirements:                     120 V / 220 V – 60 / 50 Hz 

• Dimensions (WHD):                                  180 x 310 x 470 mm 

• Weight:                                                                               18 kg 
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